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TVM-2700

TruVision™ LED 27” Full HD Monitor, HDMI / DVI/ S-VIDEO / VGA / BNC

Overview

The LED TVM range of monitors is the latest advancement in
TruVision monitors. Providing superior image quality through
HDMI, DVI, S-VIDEO, VGA and BNC connections, these
monitors are a great fit for today’s demanding video surveillance
market.

Whether displaying analog or IP resolutions, these monitors are
designed to provide top image quality paired with industrial
reliability.

These monitors are designed to perform 24/7 and will last for
many years in high security environments.

Capabilities

The TVM-2700 is a 27” monitor, offering HDMI, DVI, S-VIDEO,
VGA and BNC connections. This product easily outperforms its
predecessors, while also reducing its ecological footprint.

The monitor has two built in speakers and is provided with
VESA wall mount holes, making them easy to combine with a
variety of accessories.

Standard Features

27" LED Backlight

16:9 aspect ratio

1920 x 1080 recommended resolution

1,000:1 contrast ratio for crisp images

3D comb filter for optimal image quality

Multiple inputs including BNC, VGA, S-VIDEO, DVI, HDMI
BNC analog input 960H (700TVL)



TVM-2700

TruVision™ LED 27 Full HD Monitor, HDMI / DVI / S-VIDEO / VGA / BNC

Specifications
Display

Screen size: 27" LED Backlight

Aspect ratio: 16:9

Viewing angle (H/V): 178° /178°

Contrast ratio: 1000:1

Response time: 12ms

Brightness: 300cd/m? (max)

Recommended resolution: 1920 x 1080 @ 60 Hz
Video compatibility NTSC / PAL Auto detect
AudioSpeaker power: 5Wx2

Speakers: Built-in
InterfaceVideo in/out (BNC): 2/2

Audio in (RCA): 2

VGA in (15pin d-sub): 1

HDMI: 1

DVI 1

S-VIDEO 1

PC stereo in: 1

Head phone out:

1

Power,Up / Down, Left / Right,

OperationsControls: Source. OSD Menu
. English, French, Spanish, German, Italian,
OSD: Polish
Remote control: YES
PowerConsumption: < 50W
Input voltage 90 to 260 VAC
) 3D Combfilter,
Filter type Deinterlace
Dimensions

W x H x D (without stand):

644 x 388 x 65 mm / 25.35 x 15.28 x 2.56 inch

W x H x D (with stand)

644 x 428 x 200 mm / 25.35 x 16.85 x 7.87 inch

W x H x D (box)

749 x 542 x 276 mm / 29.49 x 21.34 x 10.87 inch

Weight

Net (without stand)

6.9Kg (15.2 Ib)

Net (with stand)

8.5Kg (18.71b)

Gross (box)

11.7Kg (25.8 Ib)

Accessory

Vesa wall mount holes

200(100) x 100 mm

Accessories included

Power Cord, Manual

Housing material

As a company of innovation, UTC Fire & Security reserves the right to change product
specifications without notice. For the latest product specifications, visit UTC Fire & Security

Metal

online or contact your sales representative.
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Part No. Description

TVM-2700 TruVision™ LED 27” Full HD Monitor, HDMI / DVI / S-VIDEO /
VGA/BNC
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