NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

=’ ImEsnie o

Tested Motion Auto- 1P Alarm | 1P Alarm Sub PTZ Eptz
Model # Compression Style Protocol Firmware Record Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Discovery Audio Sanppuﬂtn s?::)(ss:[ Stream Support Support VCA Notes
P VT Main Stream
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(only Main Stream)
16 8192kbps
15 4096Kkbps
12 3072kbps
main: 10 2048kbps
VGA(640x480) 8 1792kbps
720P(1280x720) 6 1536kbps
;I'\/C-M1220-1»P aa Lo X Trg‘:"i"?" 3-}-“ i vaA(lszOX%D) ; igigtgps CunsTar\\/l(T_rulXis(iD"r;&PSIA) : : :\; : : : : : 4
: ) sub: ps ‘ariable(al
TVC-M1220-1-N PSIA 409 N pas c ao6kpe Y Y N N Y N N N
QVGA Other 768kbps
15(only NTSC) 640kbps
12 512kbps
10 248Kbps
8 384Kbps
6 320kbps
4 256kbps
2 224kbps
1 192kbps
16
UpWwIuor ™Main Stream
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(only Main Stream)
16 8192kbps
main: 15 4096kbps
UXGA(1600x1200) 12 3072kbps
900P(1600%912) 10 2048Kbps
XVGA(1280x960) 8 1792kbps
: 720P(1280x720) 6 1536kbps
TVD-M2210W-4-N Truvision 31h M SVGA(B00X600) 4 1280kbps Constant(TruVision&PSIA) M N N N M N M N
/ H.264 2.0 MpX onvif / Y UOA(640x180 M To2akt Variablegal) Y N N N Y N Y N 4
TVD-M2210W-4-P PSIA 409 N (640x480) : L Y N N N Y N Y N
4CIF 896kbps
CIF Other 768kbps
sub: 15(only NTSC) 640kbps
CIF 12 512kbps
QVGA 10 448Kbps
8 384kbps
6 320kbps
4 256kbps
2 224kbps
1 192kbps
160
Up U SUUF ™ain Stream
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(only Main Stream)
16 8192kbps
main: 15 4096Kbps
UXGA(1600x1200) 12 3072Kkbps
900P(1600%912) 10 2048Kbps
720P(1280x720) 8 1792kbps
- XVGA(1280x960) 6 1536kbps
TVC-M2220-1-N Truvision s.Lh M SVGA((BOOXGOO)) 4 1280khgs Constant(TruVision&PSIA) M M M M M N M N
! H.264 2.0 MpX Onvif ! M VGA(640x480) 2 1024kbps Variable(al) M M N M M N M N 4
TVC-M2220-1-P PSIA 409 N Y : a06kpe
CIF Other 768kbps
sub: 15(only NTSC) 640kbps
CIF 12 512kbps
QVGA 10 448Kkbps
8 384kbps
6 320kbps
4 256Kkbps
2 224kbps
1 192kbps
160khn:

Interlogix - IP Cameras
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

Model #

Compression

Style Protocol

Tested
Firmware

Motion
Record

Resolutions

Frame Rates* ( Fps)

Data Rates

Bit Rate Type

Auto-
Discovery

Audio

IP Alarm
Input
Support

IP Alarm
Output
Support

Stream

PTZ
Support

Eptz
Support

Notes

TVD-N210W-4-N
/

TVD-N210W-4-P

H.264

Truvision
VGA Onvif
PSIA

3.1h
4.0.9

5.0.h

z <<

main:
VGA(640x480)
sub:
CIF
QVGA

30/25
22
20

16
15

B
SRS NN

Custom(32-8192kbps)
8192Kbps
4096Kbps
3072Kbps
2048Kbps
1792kbps
1536kbps
1280kbps
1024kbps

896kbps
768kbps
640kbps
512kbps
448kbps
384kbps
320kbps
256kbps
224kbps
192kbps
160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps

Constant(TruVision&PSIA)
Variable(all)

zz<

zzz

zzz

zzz

<< =<

zzz

zzz

zzz

TVC-N220-1-N
/

TVC-N220-1-P

H.264

Truvision
VGA Onvif

3.1h

4.0.9

z<<

main:
VGA(640x480)
sub:
CIF
QVGA

Custom(32-8192kbps)
8192kbps
4096kbps
3072kbps
2048kbps
1792kbps
1536kbps
1280kbps
1024kbps
896kbps
768kbps
640kbps
512kbps
448kbps
384kbps
320kbps
256kbps
224kbps
192kbps
160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps

Constant(TruVision&PSIA)
Variable(all)

<<=

<< =<

zz<

z <<

<< =<

zzz

zzz

zzz

TVC-N240-1-N
/

TVC-N240-1-P

H.264

Truvision
4CIF Onvif
PSIA

Interlogix - IP Cameras

3.1h
4.0.9

5.0.h

z <<

main:
4CIF
sub:
CIF
4CIF

Custom(32-8192kbps)
8192kbps
4096kbps
3072kbps
2048kbps
1792kbps
1536kbps
1280kbps
1024kbps
896kbps
768kbps
640kbps
512kbps
448kbps
384kbps
320kbps
256kbps
224kbps
192kbps
160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps

Constant(TruVision&PSIA)
Variable(all)

zz<

<<=

zz<

z <<

<< =<

zzz

zzz

zzz
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

. Tested Motion ) : Auto- : IP Alarm | 1P Alarm Sub PTZ Eptz
Compression Style Protocol Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Audio Input Output VCA Notes
Model # Firmware Record Discovery s Stream Support Support
upport Support
Custom(32-8192kbps)
8192Kbps
4096Kbps
3072Kbps
2048Kbps
1792kbps
30/25 1536kbps
22 1280kbps
20 1024kbps
18 896kbps
16 768kbps
y main: 15 640kbps
TVD-N245V-2-N Truvision 3.1h Y ACIE 12 512kbps Constant(TruVision&PSIA) Y Y Y Y Y N N N
/ H.264 4CIF Onvif ! Y sub: 10 448Kbps Variable(all) Y Y N Y Y N N N 4
TVD-N245V-2-P PSIA 4.0.9 N CIF 8 384Kkbps Y Y N N Y N N N
6 320kbps
4 256kbps
2 224Kbps
1 192kbps
160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps
Custom(32-8192kbps)
8192kbps
4096kbps
3072kbps
2048kbps
1792kbps
30/25 1536kbps
22 1280kbps
20 1024kbps
18 896kbps
. 16 768kbps
TVD-N210V-2-N Truvision 3'}-" Y VGAEZ‘S)‘(ASO) ig gigtgps c TruVision&PSIA. Y Y Y Y Y N N N
/ H.264 VGA onvif 409 Y sub: 1 A 4akb5§ O"S‘E'\‘/‘gri':m:(:""'; ) Y Y N Y Y N N N 4
TVD-N210V-2-P PSIA ! N CIF Y Y N N Y N N N
50h QVGA 8 384kbps
6 320kbps
4 256kbps
2 224kbps
1 192kbps
160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps
OpUTUoUR VA Stream
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(Only Main Stream)
16 8192kbps
15 4096kbps
12 3072kbps
main: 10 2048kbps
720P(1280x720) 8 1792kbps
. UXGA(1600x1200) 6 1536kbps
TVC-M3220-1N Truvision sih M 1080P(1920x1080) 4 1280kbps Constant(TruVision&PSIA) M M M M M N N N
/ H.264 3.0 MpX onvif / Y 20481536 2 1024kbps Variable(al) Y Y N Y Y N N N 4
TVC-M3220-1-P PSIA 4049 N sub: N 896KbpS Y Y N N Y N N N
CIF Other 768kbps
QVGA 15(only NTSC) 640kbps
12 512kbps
10 448Kbps
8 384kbps
6 320kbps
4 256kbps
2 224kbps
1 192kbps
opwrTvooT ManGkhoss
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(Only Main Stream)
16 8192kbps
15 4096kbps
12 3072kbps
10 2048Kbps
main: 8 1792kbps
720P(1280x720) 6 1536kbps
UXGA(1600x1200) 4 1280kbps
TVC-M5220-1-N Truvision 31h Y 1080P(1920x1080) 2 1024kbps - - . Y Y Y Y Y N N N
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

. Tested Motion ) : Auto- : IP Alarm | 1P Alarm Sub PTZ Eptz
Compression Style Protocol Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Audio Input Output VCA Notes
Model # Firmware Record Discovery s Stream Support Support
upport Support
/ H.264 5.0 MpX Onvif / Y ;gggig‘z‘g 2048x1536 §7§53kbsgz °°"5‘a':/‘;'ri'a”lx:(:||’;“*'°"” Y Y N Y Y N N N 4
TVC-M5220-1-P PSIA 409 N ° 15(only NTSC) Y Y N N Y N N N
sub: 12 640kbps
CIF 10 512kbps
QVGA P 448kbps
b 384kbps
4 320kbps
2 256kbps
1 224kbps
192kbps
2560x1920 160kbps
6 128Kbps
4 96kbps
i 80kbps
Up 0 7ZUF Ma%ksbf%am
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(Only Main Stream)
16 8192kbps
15 4096kbps
12 3072kbps
main: 10 2048kbps
XVGA(1280x960) 8 1792kbps
. 720P(1280x720) 6 1536kbps
/TVD'Mlzwv'z'N 1264 Lavpx T’;‘:}'z‘;’" 3'}"‘ 1 VGA(640x480) 4 1280kbps Constant(TruVision&PSIA) : : ,: : : m m m B
: : sub: 2 1024kbps Variable(all)
TVD-M1210V-2-P PSIA 409 N - Y Y N N Y N N N
CIF 896kbps
QVGA Other 768Kbps
15(only NTSC) 640Kbps
12 512kbps
10 248Kbps
8 384kbps
6 320kbps
4 256kbps
2 224kbps
1 192kbps
160)
Up U S0uUr ™ain Stream
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(Only Main Stream)
maln: 16 8192kbps
oF 15 4096kbps
4CIF ig 3072kbps
VGA(640x480) A igggtggz
SVGA(800x600) 6 1536kbps
TVD-M2210V-2-N Truvision 3.1h Y UXGA(1600x1200) 4 1280Kkbps Constant(Truvision&PSia) Y Y Y Y Y N Y N
/ H.264 2.0MpX onvif I Y 720P(1280x720) 5 1024kbps Variable(al) Y Y N Y Y N Y N 4
TVD-M2210V-2-P PSIA 4.0.9 N 900P(1600x912) - 896kDpS Y Y N N Y N Y N
XVGA(1280x960) Other 768kbps
sub: 15(only NTSC) 640Kbps
Qfl'g " ig 512kbps
448kbps
8 384kbps
6 320kbps
4 256kbps
2 224kbps
1 192Kbps
164
Upwiuour ™Main Stream
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(Only Main Stream)
16 8192kbps
15 4096kbps
main: 12 3072kbps
720P(1280x720) 180 i%gtspz
UXGA(1600x1200) 6 1530kbne
TVD-M3210V-2-N Truvision 3.1h Y 1080P(1920x1080) 4 1280kbps Constant(TruVision&PSIA) Y Y Y Y Y N N N
/ H.264 3.0MpX onvif ! Y 2048x1536 2 102 4khps Variable(al) Y Y N Y Y N N N 4
TVD-M3210V-2-P PSIA 409 N sub: - Bgﬁkb;’s Y Y N N Y N N N
CIF Other 768Kbps
QVGA 15(only NTSC) 640kbps
12 512kbps
10 448Kkbps
8 384kbps
6 320kbps
4 256kbps
2 224kbps
1 192kbps
160khn:

Interlogix - IP Cameras
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

Tested Motion Auto- IP Alarm | 1P Alarm Sub PTZ Eptz
" Compression Style Protocol Firmware Record Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Discovery Audio Input Output Stream Support Support VCA Notes
odel # Support Support
Op W rzor Tram Sreanm
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(Only Main Stream)
16 8192kbps
15 4096kbps
12 3072kbps
main: 10 2048kbps
XVGA(1280x960) 8 1792kbps
720P(1280x720) 6 1536Kkbps
;FVD'MHZSV’Z'N 1264 LaMpx T'g‘:‘sl"?" 3'}'“ t VGA(640x480) ; 1280kbps Constant(TruVision&PSIA) : : ; : : : : : B
TVD-M1225V-2-P PSIA 409 N sub: c 1024kbps Variable(all Y Y N N Y N N N
CIF 896kbps
QVGA Other 768kbps
15(only NTSC) 640kbps
12 512kbps
10 248Kbps
8 384Kbps
6 320kbps
4 256kbps
2 224kbps
1 192kbps
16
Up U 90U ™Main Stream
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(Only Main Stream)
main: 16 8192kbps
CF 15 4096kbps
12 3072kbps
hot 10 2048kbps
VGA(640x480) s 1792kbps
SVGA(800X600) s 1536kbps y . y .
TVD-M2225V-2-N Truvision 3.1h Y UXGA(L600x1200) Y Y Y Y
/ H.264 2.0MpX Onvif / Y 720P(1280x720) g igggtggz CO"S“"'\‘/'(;;L\{:;E&PS'A) Y Y N Y Y N Y N 4
TVD-M2225V-2-P PSIA 409 N 900P(1600x912) : aookbpe Y Y N N Y N Y N
XVGA(1280x960) Other Tebkbps
sub: 15(only NTSC) 640kbps
Q(\:/'g " 12 512kbps
448kbps
8 384kbps
6 320kbps
4 256kbps
2 224kbps
1 192kbps
160)
UP U TUGUF ™an Stream
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(Only Main Stream)
16 8192kbps
15 4096kbps
. 12 3072kbps
main:
720P(1280x720) 1: igggtggz
UXGA(1600x1200) 6 1536kbps y y y y
TVD-M3225V-2-N Truvision 3.1h Y 1080P(1920x1080) - Y Y Y Y
/ H.264 3.0MpX onvit / Y 2048x1536 g igggtggz CO"S“""\‘/‘(;;‘J:(ZE&PS'A) Y Y N Y Y N N N 4
TVD-M3225V-2-P PSIA 409 N sub: : 896KhpS Y Y N N Y N N N
CIF Other 768Kbps
QVGA 15(only NTSC) 640kbps
12 512kbps
10 448Kbps
8 384kbps
6 320kbps
4 256Kkbps
2 224kbps
1 192kbps
P TUoUr ap0khos
30125 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(Only Main Stream)
16 8192kbps
15 4096kbps
12 3072kbps
10 2048Kbps
8 1792kbps
main: 6 1536kbps
720P(1280x720) 4 1280kbps
UXGA(1600x1200) 2 1024Kkbps
. 1080P(1920x1080) 896Kkbps
TVD-M5225V-4-N Truvision 3.1h Y 2048x1536 2048x1536 768kbps Constant(TruVison&PSIA) Y Y Y Y Y N N N
/ H.264 5.0MpX onvif / Y 2560X1920 15(only NTSC) 640kbps Variableal) Y Y N Y Y N N N 4
TVD-M5225V-4-P PSIA 409 N A 12 Y Y N N Y N N N
sub: 10 512kbps
CIF s 448Kbps
QVGA o 384Kbps
4 320kbps
2 256kbps
1 224kbps
192kbps
Interlogix - IP Catheras 1A0khns Pagel5 of 35




NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

Model #

Compression

Style Protocol

Tested Motion
Firmware Record

Resolutions

Frame Rates* ( Fps)

Data Rates

Bit Rate Type

Auto-
Discovery

Audio

IP Alarm
Input
Support

IP Alarm
Output
Support

Stream

PTZ
Support

Eptz
Support

VCA Notes

2560x1920
6

4
2
1

128kbps
96kbps
80kbps
64kbps
48kbps
32kbps

TVD-N225E-2M-N
/

TVD-N225E-2M-P

H.264

Truvision
VGA Onvif

3.1h

4.0.9

main:
VGA(640x480)
sub:
CIF
QVGA

30/25

BPNAO®

Custom(32-8192kbps)
8192kbps
4096kbps
3072kbps
2048kbps
1792kbps
1536kbps
1280kbps
1024kbps
896kbps
768kbps
640kbps
512kbps
448kbps
384kbps
320kbps
256kbps
224kbps
192kbps
160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps

Constant(TruVision&PSIA)
Variable(all)

<<=

zzz

zz<

z <<

<< =<

zzz

zzz

TVD-M1245E-2M-N
/

TVD-M1245E-2M-P

H.264

Truvision
1.3MpX Onvif
PSIA

3.1h

4.0.9

main:
VGA(640x480)
720P(1280x720)
XVGA(1280x960)
sub:
CIF
QVGA

30/25

Custom(32-8192kbps)
8192kbps
4096Kbps
3072kbps
2048Kbps
1792kbps
1536kbps
1280kbps
1024kbps

896kbps
768kbps
640kbps
512kbps
448kbps
384kbps
320kbps
256kbps
224kbps
192kbps
160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps

Constant(TruVision&PSIA)
Variable(all)

<< =<

zzz

zz<

z <<

< <<

zzz

zzz

TVC-N225E-2M-N
/
TVC-N225E-2M-P

H.264

Truvision
VGA Onvif
PSIA

3.1h

4.0.9

main:
VGA(640x480)
sub:
CIF
QVGA

Custom(32-8192kbps)
8192kbps
4096kbps
3072kbps
2048kbps
1792kbps
1536kbps
1280kbps
1024kbps
896kbps
768kbps
640kbps
512kbps
448kbps
384kbps
320kbps
256kbps
224kbps
192kbps
160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps

Constant(TruVision&PSIA)
Variable(all)

<

zzz

<

z<<

<<=

z

z

z

Interlogix - IP Cameras
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

Interlogix - IP Cameras

IP Alarm IP Alarm
Compression Style Protocol Tested Motion Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Auto- Audio Input Output Sub pTZ Eptz VCA Notes
Model # Firmware Record Discovery s Stream Support Support
upport Support
Main Stream
Custom(32-16384kbps)
Substream
Custom(32-8192kbps)
16384kbps(Only Main Stream)
8192kbps
4096Kbps
3072Kbps
2048Kbps
30/25 1792kbps
22 1536kbps
main: 20 1280kbps
31h VGA(640x480) 18 1024kbps
. o 720P(1280x720) 16 896kbps
TVC-M1245E-2M-N Truvision / M XVGA(1280x960) 15 768Kbps Constant(TruVision&PSIA) M N N N M N N N
/ H.264 1.3MpX Onvif 4.0.9 Y Sub: 12 640kbps Variable(all Y N N N Y N N N 4
TVC-M1245E-2M-P PSIA ! N 4CIF‘ 10 512kbps Y N N N Y N N N
son CIF 8 448kbps
QVGA 6 384kbps
4 320kbps
2 256kbps
1 224Kbps
192kbps
160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps
Up U 7Z0F TUSIOM(32-8 LYZKDPS)
30/25 8192kbps
22 4096kbps
20 3072kbps
18 2048kbps
16 1792kbps
15 1536kbps
12 1280kbps
main: 10 1024kbps
VGA(640x480) 8 896kbps
TVC-M1120-1-N V23 720P(1280x720) 6 768kbps Constant
/ H.264 1.3MpX Truvision bulldléDlZS Y XVGA(1280x960) 4 640kbps Variable Y Y Y Y Y N N N 4
TVC-M1120-1-P sub: 2 512kbps
CIF = 448kbps
QCIF XVGA 384Kbps
15(only NTSC) 320kbps
12 256kbps
10 224kbps
8 192kbps
6 160kbps
4 128kbps
2 96kbps
1 80khn
opwTZor CUSIOM{32-8 [9ZKDPS]
30/25 8192kbps
22 4096kbps
20 3072kbps
. 18 2048kbps
mglnF: 16 1792khgs
QCIF 15 1536kbps
2CIF 12 1280kbps
10 1024kbps
o 8 896Kb
TVC-M2110-1-N 4CIF 6 768khg§
/ H.264 2Mpx Truvision Va3 Y VGA(640x480) 4 640Kkbps Constant Y Y Y Y Y N N N 410
TVC-M2110-1-P build130125 SVGA(800x600) 2 512kbps Variable
720P(1280x720) - 448Kbps
900P(1600x912) Other 384kbps
UXGA(1600x1200) 15(only NTSC) 320kbps
sub: 12 256Kby
QCIF 10 ps
224kbps
CIF 8 192kbps
6 160kbps
4 128kbps
2 96Kkbps
20khn,
UP U 7ZUF TUSIOM(32-8 19ZKDPS)
30/25 8192kbps
22 4096kbps
20 3072kbps
main: 18 2048kbps
CIF 16 1792kbps
ch: 15 1536kbps
2CIF 12 1280kbps
10 1024kbps
DCIF 8 896kb
TVD-M2110-2-N 4CIF 6 768kbg§
/ H.264 2Mpx TruVision V2.3 % VGA(640x480) 4 640kbps Constant Y Y Y % % N N N 4,10
TVD-M2110-2-P build130125 SVGA(800x600) 2 512kbps Variable
720P(1280x720) < 2oooes
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

Interlogix - IP Cameras

Auto- IP Alarm IP Alarm Sub PTZ Eptz vea Note
Compression Style Protocol FI?nS\:dere g'fclf,z Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Discovery Audio Sanppuﬂtn s?::)(ss:[ Stream Support Support 'S
Model # TSRS
900P(1600x912) Other 384Kbps
UXGA(L600x1200) 15(only NTSC) 320kbps
sub: 12 256kbps
QCIF 10 224kbps
CIF 8 192kbps
6 160Kbps
4 128Kbps
2 96kbps
1 a0khn.
Op o TZUF TUSTOM(32-8 LYZKDPS)
30125 8192kbps
22 4096kbps
20 3072kbps
) 18 2048kbps
main: 16 1792kbps
QCIF 15 1536Kkbps
CIF 12 1280kbps
2CIF 10 1024kbps
DCIF 8 896kbps
TVD-M2110V-3-N acr 6 768kbps Constant N N 210
Vision V2.3 Y VGA(640x480) 4 640kbps ! Y Y Y Y Y N .
/ H.264 2Mpx Tru build130125 SVGA(800x600) 5 512kbps Variable
TVD-M2110V-3-P 720P(1280x720) < 448Kbps
900P(1600x912) Other 384Kbps
UXGA(1600x1200) 15(only NTSC) 320kbps
sub: 12 256kbps
QCIF 10 224kbps
CIF 8 192kbps
6 160kbps
4 128Kkbps
2 96kbps
1 a0khn
UP U TZUF CUSTOM(32-8LIZKDPS)
30/25 8192kbps
22 4096kbps
20 3072kbps
18 2048kbps
16 1792kbps
15 1536kbps
12 1280kbps
main: 10 1024Kkbps
VGA(640x480) 8 896Kkbps
TVD-M1120V-3-N 720P(1280x720) 6 768kbps Constant
/ H.264 1.3MpX Truvision hun;/fégus Y XVGA(1280x960) 4 640kbps Varable Y Y Y Y Y N N N 4
TVD-M1120V-3-P sub: 2 512kbps
CIF 448Kbps
QCIF XVGA 384Kkbps
15(only NTSC) 320kbps
12 256Kkbps
10 224kbps
8 192kbps
6 160kbps
4 128kbps
2 96Kkbps
80kl
Up 0 TUOUF Vain Stream
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(Only Main Stream)
16 8192kbps
15 4096kbps
. 12 3072kbps
main: 10 2048kbps
720P(1280x720) 8 1792kbps
1920x1080 N N N
TVC-M3245E-2M-N Truvision Y 108(;;2&(1536 ) 6 1536Kbps Constant(TruVision&PSIA) : z z : : N N N B
/ H.264 3Mpx onvit 409 ; sub: ‘; igggtggz Variable(all v N N N v N N N
TVC-M3245E-2M-P PSIA QVGA < 896KbpS
CIF 2048x1536 768Kbps
4CIF 15(only NTSC) 640kbps
12 512kbps
10 448Kbps
8 384Kkbps
6 320kbps
4 256Kkbps
2 224Kkbps
1 109)
TP 0 TUoUr ™ain m
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(Only Main Stream)
16 8192kbps
15 4096kbps
. 12 3072kbps
main: 10 2048kbps
720P(1280x720) s 1792kbps
1080P(1920x1080) 6 1536Kbps B v N N N Y N N N
TVD-M3245E-2M-N Truvision M 2048x1536 P Constant(TruVision&PSIA) v N N N Y N N N 4
/ H.264 3Mpx onvif 4.0.9 Y sub: 4 1280kbps Variable(all v N N N v N N N
TVD-M3245E-2M-P PSIA N QVGA ? 1933.‘1'355
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

Interlogix - IP Cameras

. Tested Motion ) : Auto- : IP Alarm | 1P Alarm Sub PTZ Eptz
Compression Style Protocol Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Audio Input Output VCA Notes
Model # Firmware Record Discovery s Stream Support Support
upport Support
CIF 2048x1536 76§kbp;
4ACIF 15(only NTSC) 640kbps
12 512kbps
10 448Kkbps
8 384Kbps
6 320kbps
4 256kbps
2 224kbps
1 192khn:
Main Stream
Custom(32-16384kbps)
Substream
Custom(32-8192kbps)
16384kbps(Only Main Stream)
8192kbps
4096kbps
3072kbps
2048kbps
3%/225 1792kbps
% 1536kbps
main: 18 1280kbps
| e 2 ’ . T T T
/ H.264 1.3MpX Onvif 409 Y XVGA(;ZSOX%O) 12 ;igtggz CO"S“"’\'/'g:b\ff(zg&Ps'A) Y N N N Y N N N 4
TVD-M1210W-2-P PSIA N QUGA 10 512kbps Y N N N Y N N N
TVD-M1210W-2W-P Pt 2 448Kbps
4CIF 4 384kbps
2 320kbps
1 256kbps
224kbps
192kbps
160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbos
UpTUTUoUF Substream
30/25 Custom(32-8192kbps)
22 16384kbps(Only Main Stream)
20 8192kbps
18 4096kbps
16 3072kbps
15 2048Kbps
12 1792kbps
10 1536kbps
main: 8 1280kbps
720P(1280x720) 6 1024kbps
UXGA(1600x1200) g 896kbps
. 1080P(1920x1080) 768Kbps
/TVC'MSZZSE'3M'N Truvision M 20481536 < 640kbps Constant(TruVision&PSIA) M N N N M N N N
H.264 5Mpx onvif 409 Y 2560x1920 2048x1536 512kbps Variable(al) Y N N N Y N N N 4
TVC-M5225E-3M-P PSIA N A 15(only NTSC) Y N N N Y N N N
sub: 12 448kbps
CIF 10 384kbps
QVGA 8 320kbps
6 256kbps
4 224kbps
2 192kbps
1 160kbps
128kbps
2560x1920 96Kkbps
6 80Kbps
4 64kbps
2 48kbps
3025 Custom(32-8192kbps)
22 16384kbps(Only Main Stream)
20 8192kbps
18 4096kbps
16 3072kbps
15 2048kbps
12 1792kbps
10 1536kbps
main: 8 1280kbps
720P(1280x720) 6 1024kbps
UXGA(1600x1200) ‘2' 896kbps
. 1080P(1920x1080) 768Kbps
TVD-M5225E-3M-N Truvision Y - - Y N N N Y N N N
/ H.264 5Mpx onvif 209 Y ;gggﬁggg 2048x1536 gigtggz °°"star\‘/‘(aTﬁ'a”gf:(:E&Ps'A) v N N N Y N N N 4
TVD-M5225E-3M-P PSIA N ; 15(only NTSC) Y N N N Y N N N
sub: 12 448kbps
CIF 10 384kbps
QVGA 8 320kbps
6 256kbps
4 224kbps
2 192kbps
1 160kbps
128khns
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

Tested Motion Auto- IP Alarm | 1P Alarm Sub PTZ Eptz
Compression Style Protocol Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Audio Input Output VCA Notes
Model # Firmware Record Discovery s Stream Support Support
upport Support
2560x1920 96kbps
6 80kbps
4 64kbps
2 48Kkbps
1 32kbps
Main Stream
30/25
22
20 Main Stream
18 Custom(32-1536kbps)
16 Substream
15 Custom(32-1024kbps)
12 1536kbps(Only Main Stream)
10 1280kbps(Only Main Stream)
8 1024kbps
6 896kbps
main: 4 768kbps
TVE-400 V3.0.i build 4CIF i gigtggz Y(ist Y(Lst
/ Truvision 120820 Y 2CIF Substream 448Kbps Y Y channel channel Y Y N N
TVE-800 H.264 4CIF Onvif ! N CIF QCIF 384kbps Constant N Y only) only) N Y N N 59
/ PSIA V3.0.i build N sub: 3025 320kbps N Y N Y Y Y N N
TVE-1600 121121 CIF N N
QCIF 22 256kbps
20 224kbps
18 192kbps
16 160kbps
15 128kbps
12 96kbps
10 80kbps
8 64kbps
6 48kbps
4 32kbps
2
1
CIE
Custom(128-8192kbps)
8192kbps
4096kbps
3072kbps
302/225 2048kbps
main: 20 1536kbps
VGA(640x480) s 1280kbps
TVD-1101(PAL) e 1024kbps
TVD-1105(PAL) Truvision V5.0.e Y 720P(1280x720) 896kbps Y N N N Y N N N
/ H.264 1.3Mpx Onvif / Y XVGA(1280x960) ig 768kbps CO"S“"'\‘/‘(;;L\{:(E:;&PS'A) Y N N N Y N N N 4
TVD-3101(NTSC) PSIA V5.0,j N sub: 10 640kbps Y N N N Y N N N
TVD-3105(NTSC) 4CIF s 512kbps
CIF 6 448kbps
QXGA 4 384kbps
2 320kbps
1 256kbps
224kbps
192kbps
160kbps
128kbps
Up W 100UF Maimn Stream
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(only Main Stream)
16 8192kbps
15 4096kbps
12 3072kbps
main : 10 2048kbps
720P(1280x720) 8 1792kbps
TVD-1102(PAL) 1080P(1920x1080) 6 1536kbps
TVD-1106(PAL) Truvision Y - Y N N N Y N N N
/ H.264 3Mpx onvit Vs0e Y 20:3;1_536 g igggtspz C°"s‘ar\‘/‘(aTri'a”gl’:(:E&Ps'A) Y N N N Y N N N 4
TVD-3102(NTSC) PSIA N QVGA - 896Kb: pS Y N N N Y N N N
TVD-3106(NTSC) P:
CIF 768kbps
4CIF 2048x1536 640kbps
15(only NTSC) 512kbps
12 248Kbps
10 384kbps
8 320kbps
6 256kbps
4 224kbps
2 192kbps
1 160khn

Interlogix - IP Cameras
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

Interlogix - IP Cameras

Tested Motion Auto- IP Alarm | 1P Alarm Sub PTZ Eptz
Compression Style Protocol Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Audio Input Output VCA Notes
Model # Firmware Record Discovery s Stream Support Support
upport Support
Custom(32-8192kbps)
8192kbps
4096Kkbps
3072kbps
2048Kbps
1792kbps
1536kbps
30/25 1280kbps
main: 22 1024kbps
VGA(640x480) ig gzgtggz
TVD-1103(PAL) Truvision Y 720P(T2:§)x720) ig gigtgps Constant(TruVisiongPSIA Y Y Y Y Y N N N
/ H.264 1.3Mpx Onvif V5.0.e Y XVGA(1280x960) b . ABkb'ﬁi ons! ""\'/;r;‘hlf(zg ) Y Y N Y Y N N N 4
TVD-3103(NTSC) PSIA N sub: 1 384kbpe Y Y N N Y N N N
AS'FF 8 320kbps
6 256Kkbps
QXGA 4 224Kkbps
2 192kbps
1 160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps
Up U TUSUF Vamn Stream
30/25
22 Custom(128-16384kbps)
20 Substream
18
16 Custom(32-8192kbps)
15 16384kbps(only Main Stream)
12 8192kbps
main : 10 4096kbps
720P(1280x720) 8 3072kbps
: 1080P(1920x1080) 6 2048Kbps
/TVD'11°4<PAL) 1264 SMpx T’g‘:}'z‘;’" vs./ove 1 2048x1536 4 1792kbps Constant(TruVision&PSIA) : : ,: : : m m m B
TVD-3104(NTSC) ’ PSIA V5.0, N sub : 2 1536kbps Variable(all Y Y N N Y N N N
0 QVGA 1280kbps
CIF 1024kbps
acIF 2048x1536 896Kkbps
15(only NTSC) 768Kkbps
12 640kbps
10 512kbps
8 248Kbps
6 384kbps
4 320kbps
2 256kbps
1 224khn
Custom(32-8192kbps)
8192kbps
4096kbps
3072kbps
2048kbps
1792kbps
1536kbps
30/25 1280kbps
main: 22 1024Kkbps
VGA(640x480) ig szgtggz
TVW-1101(PAL) Truvision Y 720P(‘i(2::;)x720) ig gigtgps Constant(TruVision&PSIA Y N N N Y N N N
/ H.264 1.3Mpx Onvif V5.0.e Y XVGA(1280x960) b . 48khgz ons! a'\‘/(ari':blf(z:; ) Y N N N Y N N N 4
TVW-3101(NTSC) PSIA N sub: 10 38akbpe Y N N N Y N N N
oF 8 320kbps
6 256kbps
QXGA 4 224kbps
2 192kbps
1 160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps
T STEa
Up10 1 o80P Custom(128-16384kbps)
22 Substream
20
8 Custom(128-8192kbps)
V5.0.e 16 16384kbps(only Main Stream)
1 15 8192kbps
V5.0 main: 12 4096kbps
720P(1280x720) 0 3072kbps
1080P(1920x1080) 2048Kbps
TVW-1102(PAL) Truvision Y 8 - Y N N N Y N N N
/ H.264 3Mpx Onvif Y 20:?21536 6 Eggtgzi C°"Sta':/‘gi'a”¥:(:"’;&PS'A) Y N N N Y N N N 4
TVW-3102(NTSC) PSIA N VA 3 1280kne Y N N N Y N N N
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

Tested Motion Auto- 1P Alarm | 1P Alarm Sub PTZ Eptz
Compression Style Protocol Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Audio Input Output P VCA Notes
Firmware Record Discovery Stream Support Support
Model # Support Support
Uz 55
g 20481536 TR
4CIF 15 NTSC 896kbps
(only NTSC) 768Kkbps
10 640kbps
3 512kbps
6 448kbps
4 384kbps
2 320kbps
256kbps
1 224khn
Custom(128-8192kbps)
8192kbps
4096kbps
3072kbps
2048Kbps
32/225 1792kbps
main: 20 1536kbps
VGA(640x480) s 1280kbps
TVB-1101(PAL) 6 1024kbps
TVB-1103(PAL) Truvision V5.0.e Y 720P(1280x720) 896kbps i Y N N N Y N N N
/ H.264 1.3Mpx Oonvif / Y XVGA(1280x960) 13 768Kbps CD"STa'\‘/‘ggJ:(gE&PS'A) Y N N N Y N N N 4
TVB-3101(NTSC) PSIA V5.0 N sub: 10 640kbps Y N N N Y N N N
TVB-3103(NTSC) 4CIF 8 512kbps
CIF 6 448kbps
QXGA ’ 384kbps
2 320kbps
1 256kbps
224kbps
192kbps
160kbps
128kbps
TP U T050F Vi@ Stream
30/25 Custom(32-16384kbps)
22 Substream
20 Custom(32-8192kbps)
18 16384kbps(only Main Stream)
16 8192kbps
15 4096kbps
12 3072kbps
main : 10 2048kbps
720P(1280x720) 8 1792kbps
1080P(1920x1080) 6 1536kbps
TVB-1102(PAL) Truvision Y 4 . Y N N N Y N N N
/ H.264 3Mpx onvif V5.0.e Y 202521_536 5 igggtgsz CO"S‘a'\‘/‘ggJ:(gE&PS'A) Y N N N M N N N 4
TVB-3102(NTSC) PSIA N QVGA - 896kbps Y N N N Y N N N
CIF 768kbps
acIF 2048x1536 640kbps
15(on|;/l 2NTSC) 512kbps
10 448kbps
8 384kbps
6 320kbps
256kbps
‘; 224Kbps
192kbps
1
TVC-M12201UN Other. Main Stream
TVC-M1220-1U-P 32’225 C”S'Org(jbzs'llrzﬁAkb”S)
TVC-M1220-1UD-N 20 Custom(32-8192kbps)
18 16384kbps(only Main Stream)
y UD- 16 kbps N Y N
TVC-M1220-1UD-P VGA;(Y;\;XASD) e 0o6kbme M M M
720p Dofalt 12 3072kbps Y N N
TVD-M1210V-2U-N o A(lZBEG:;GD) 10 2048kbps
TVD-M1Z10V-2U-P Truvision Y 8 1792kbps Constantal) M Y N N N
H.264/Mpeg4 1.3MpX Onvif V5.0.s Y sub: 6 1536kbps. Variable(all) N Y N N N
TVD-M1225V-2U-N PSIA N CIF Default 4 1280kbps N Y N N N
TVD-M1225V-2U-P Q'Vé:” 2 1024kbps
TVW-1107 ACIF 1 gggtgps
ps
TVW-1108 VGA 640kbps. N N N
TVW-1109 5(only NTSC) 512Kbps. N N N
TVW-3107 ﬁ ;;i:gps N N N
ps
TVW-3108 8 320kbps.
TVW-3109 6 256“]%
TVA-1101 main: ouTer VT Sdl"
TVABIOL 720P -Default 30/25 Custom(32-16384kbps)
Truvision Y 22 Substream Y Y Y Y Y N N Y
e H.264Mpegé 1ampx onvi V60a Y . 20 Custom(32-8192kbps) sgzialgz;aﬂ)l)) M M M M M N N N
e PsiA N CIF-Default 18 16384kbps(only Main Stream) N Y N N Y N N N
TVALY VGA 16 8192kbps
TVA3103 4CIF 15 4008Khn:
TVE-110 main: 8192(only Main Stream)
Truvision M 960H in - i Y Y Y Y Y Y N N
TVE-410 H.264 ACF onvit V1.2.0 N JCIF-default main : 30/25fps-default, 4096(only Ma!n Stream) Con»slant(a]l) N N N v v N N N
TVE-810 MPEG4 PSIA N 2CIF 22fps, 20fps, 18fps, 3072(only Main Stream) Variable(all) N N N N v v N N
TVE-1610 CIF 16fps, 15fps, 12fps, 2048(only Main Stream)
TVE1101 0w Tisheye view TISTIEYE & ParoTarTTa View T
TVF-3101 P 153611536 20/18/16/15/12/10/8/6/4/2/1f Custom(32-16384kbps)
TVF-1102 Y ps .
3.0MpX panorama view PTZ views
TVF-3102 H.264 - (only 1280%720 (720P) -Default Constant(all) Multi Channel
Truvi V6.0 FP1 X Y
TVF-1103 6OMpX ravision fisheye view m Z‘B‘L;W 15/12/10/8/6/412/1fps Custom(32-8192kbps) Variable(all) Y Y N N N N N Mode
TVF-3123 support) S 12;10’8“3’4’2/’1"75 16384kbps(fisheye &panorama )
TVF-1104 60MpX 12801280 15/12/10/8/6/412/1fps 8192kbps
TVF-3104 12/10/8/6/4/2/1fps 4096khn
TVE-1101 fisheye view : 30/22/20/18/16/15/12/10/8/6 fisheye & panorama view :
3.0MpX 1536*1536-Default 14/2/1fps Custom(32-16384kbps)
TvEat0 20481536 25/22/20/18/16/15/12/10/8/6
Interlogix - P Catheras PTZ views 14/2/1tps PTZ views Page 12 of 35




NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

. Tested Motion ) : Auto- : IP Alarm | 1P Alarm Sub PTZ Eptz
Compression Style Protocol Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Audio Input Output VCA Notes
Model # Firmware Record Discovery s Stream Support Support
upport Support
320°240(QVGA) 30/22/20/18/16/15/12/10/8/6
TVF-1102 640" 450:8(; A) ) Jal2/1os Custom(32-8192kbps)
30MpX 704*576(4CIF)-Default 25/22/20/18/16/15/12/10/8/6 N
TVF-3102 800*600(SVGA) Ja12/1fps 16384kbps(fisheye &panorama )
fisheye view : 3072+2048: 8192kbps
1280*1280—Default 25/22/20/18/16/15/12/10/8/6 4096kbps
20482048 1412/1fps 3072tgps
TVF-1103 Y 3072+2048 2048kbps Real-time High
6.0MpX - (only PTZ views : others 1792kbps Constant(all)
1264 Truvision VBOFPL | ficheye view [320°240(QVGA) 30/22/20/18/16/15/12110/8/6 1536kbps Variable(all Y Y N N N N Y N Re,jm;m”
support)  |640*480(VGA) /4/2/1fps 1280kbps ode
V3103 704*480(4CIF)-Default 25/22/20/18/16/15/12/10/8/6 1024kbps
1028*768(XGA) 1aj2/11ps 896kbps
fisheye view : 3072+2048: 768kbps
; ﬁig: ; ﬁig—Default zs;gz/ﬁzo/lslle/lsﬂz/10/3/5 640kbps
TVF-1104 3072+2048 ps 512kbps
6.0MpX PTZ views : others: 448kbps
320°240(QVGA) 30/22/20/18/16/15/12/10/8/6 384kbps
640*480(VGA) 1412/1fps 320kbps
TVE-3108 704*480(4CIF)-Default 25/22/20/18/16/15/12/10/8/6 256kbps
1028*768(XGA) 14/2/1fps 224kbps
main:1280*960(XVGA):
25/ 22/ 20/ 18/ 16/ 15/
12/10/8/6/4/ 2/ 1
1280*720(HD720P): 25/
22/ 20/ 18/ 16/ 15/ 12/
10/8/6/4/2/1
sub:
352*288(CIF): 25/ 22/ Constant(all) Y Y Y Y Y N Y Y
TVB-1201 20/ 18/ 16/ 15/ 12/ 10/ 8/ Variable(al) N N N Y Y N Y N
6/4/2/1 N N N N Y N N N
640*480(VGA): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/ fmain:
6/4/2/1 128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
704*576(4CIF): 25/ 22/ | 512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
20/18/16/ 15/ 12/ 10/ 8/| 1792/ 2048-Default/ 3072/ 4096/ 8192/
6/4/2/1 16384
Lawpx 1550.720(1D720P) Defaut
Main:1280*960(XVGA): sub:
30/ 22/ 20/ 18] 16/ 15/ | 32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
12/10/8/6/4/2/1 | 256/ 320/ 384/ 448/ 512-Default 640/ 768/
1280+720(HD720P): 30 | 896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
22120/ 18/ 16/ 15/ 12/ 4096/8192
10/8/6/4/2/1
sub: Y Y Y Y Y N Y Y
TVB-3201 352*240(CIF): 30/ 22/ Constant(all) N N N v v N v N
20/ 18/ 16/ 15/ 12/ 10/ 8/ Variable(all) N N N N v N N N
6/4/2/1
640*480(VGA): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/
6/4/2/1
704*480(4CIF): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/
6/4/2/1
main:
128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
1792/ 2048-Default/ 3072/ 4096/ 8192/
16384 Constant(all Y Y Y Y Y N N v
TVB-1202 A N N N Y Y N N N
sub: Variable(all N N N N Y N N N
other: 32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
25/22/ 20/ 18/ 16/ 15/ | 256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
12/10/8/6/4/2/1 |896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
sn0er 0100
main:
s 128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
20/18/16/ 15/12/ 10/ | 512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
8/6/4a/2/1 1792/ 2048-Default/ 3072/ 4096/ 8192/
16384 Y Y Y Y Y N N Y
TVB-3202 (\:/c;l:lsal;r:((:l:;) N N N M M N N N
sub: N N N N Y N N N
32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
1280*960(XVGA) 896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
3.0MpX 1280*720(HD720P)-Default anaciornn
1920*1080(1080P) man:
20481536 128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
1792/ 2048-Default/ 3072/ 4096/ 8192/
16384 Y Y Y Y Y N N Y
TVB-1203 Constant(al) N N N Y Y N N N
sub: Variable(al) N N N N Y N N N
other: 32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
25/22/ 20/ 18/ 16/ 15/ | 256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
12/10/8/6/4/2/1 |896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
snneioian

Interlogix - IP Cameras
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NVR IP Camera Compatibility Chart
NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

) Tested Motion ) ) Auto- ) 1P Alarm | 1P Alarm Sub PTZ Eptz
Compression Style Protocol Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Audio Input Output VCA Notes
Model # Firmware Record Discovery s Stream Support Support
upport Support
e
2048*1536: 128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
20/18/16/ 15/ 12/ 10/ | 512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
8/elaj2l1 1792/ 2048-Default/ 3072/ 4096/ 8192/
16384 Y N Y Y Y N N Y
TVB-3203 ‘\:/‘;’:isa‘;’;‘((:l:;) N N N M M N N N
sub: N N N N Y N N N
32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
anncroian
main:1280*960(XVGA):
25/22/ 20/ 18/ 16/ 15/
12/10/8/6/4/2/ 1
1280*720(HD720P): 25/
22/20/ 18/ 16/ 15/ 12/
10/8/6/4/2/1
sub:
352+288(CIF): 25/ 22/ Constant(al) Y Y Y Y Y N Y Y
TVD-1203 20/ 18/ 16/ 15/ 12/ 10/ 8/ Varable(al) N N N Y Y N Y N
6/4/2/1 N N N N Y N N N
640*480(VGA): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/ main:
6/4/2/1 128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
704*576(4CIF): 25/ 22/ | 512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
20/18/16/ 15/ 12/ 10/ 8/| 1792/ 2048-Default/ 3072/ 4096/ 8192/
6/4/2/1 16384
1280*960(XVGA)
L.3mpx 1280'7202HD72[))P)7Default
main:1280*960(XVGA): sub:
30/ 93/ 20/ 18/ 16/ 15/ | 32/ 481 641 80/ 96/ 128/ 160/ 192/ 224/
12/10/8/6/4/2/ 1 | 256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
1280+720(HD720P): 30/ | 896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
22120/ 18/ 16/ 15/ 12/ 4096/ 8192
10/8/6/4/2/1
sub: Y Y Y M M N M M
3208 352+240(CIF): 30/ 22/ Constant(all) N N N v v N v N
20/ 18/ 16/ 15/ 12/ 10/ 8/ Variable(all N N N N v N N N
6/4/2/1
640*480(VGA): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/
6/4/2/1
704*480(4CIF): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/
6/4/2/1
main:
128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
1792/ 2048-Default/ 3072/ 4096/ 8192/
16384 Y Y Y Y Y N N Y
TVD-1204 %"a’r‘;?g(::;) N N N M M N N N
sub: N N N N Y N N N
other: 32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
25/22/ 20/ 18/ 16/ 15/ | 256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
1280°960(XVGA) 12/10/8/6/4/2/1 |896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
1280*720(HD720P)-Default AnnEl 0109
1920*1080(1080P) man:
20481536 20481536 128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
20/18/16/ 15/ 12/ 10/ | 512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
8/6/4/2/1 1792/ 2048-Default 3072/ 4096/ 8192/
16384 Constant(all Y Y Y Y Y N N Y
TVD-3204 N N N N Y Y N N N
sub: Variable(all N N N N Y N N N
32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
Truvision v 896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
H.ZS:VEDefau\t 3.0MpX Onvif V7.0 FP2 Y 400810100
G4 PoIA M main:
128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
1792/ 2048-Default/ 3072/ 4096/ 8192/
16384 Y Y Y Y Y N N Y
G| ; A A I A
sub: N N N N Y N N N
other: 32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
25/22/ 20/ 18/ 16/ 15/ | 256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
1280°960(XVGA) 12/10/8/6/4/2/1 |896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
1280*720(HD720P)-Default Anncioa1nn
1920*1080(1080P) man:
20481536 20481536 128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
20/18/16/ 15/ 12/ 10/ | 512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
8/6/4/2/1 1792/ 2048-Default 3072/ 4096/ 8192/
16384 Y Y Y Y Y N N Y
TVD-3205 Constant(al) N N N Y Y N N N
sub: Variable(all) N N N N Y N N N

Interlogix - IP Cameras

32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/

Anogioian
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

Interlogix - IP Cameras

. Tested Motion ) : Auto- : IP Alarm | 1P Alarm Sub PTZ Eptz
Compression Style Protocol Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Audio Input Output VCA Notes
Model # Firmware Record Discovery s Stream Support Support
upport Support
main:1280*960(XVGA):
25/22/ 20/ 18/ 16/ 15/
12/10/8/6/ 4/ 2/ 1
1280*720(HD720P): 25/
22/20/ 18/ 16/ 15/ 12/
10/8/6/4/2/ 1
sub:
352°288(CIF): 25/ 22/ Constant(al) Y Y Y Y Y N Y Y
TVD-1201 20/ 18/ 16/ 15/ 12/ 10/ 8/ Variable(al) N N N Y Y N Y N
6/4/2/1 N N N N Y N N N
640*480(VGAY): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/ main:
6/4/2/1 128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
704*576(ACIF): 25/ 22/ | 512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
20/18/16/ 15/ 12/ 10/ 8/| 1792/ 2048-Default/ 3072/ 4096/ 8192/
6/4/2/1 16384
Lo 1550-720(1D720P) Deat
main:1280*960(XVGA): sub:
30122/ 20/ 18/ 16/ 15/ | 32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
12/10/8/6/4/2/1 | 256/ 320/ 384/ 448/ 512-Defaultl 640/ 768/
1280*720(HD720P): 30/ | 896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
22120/ 18/ 16/ 15/ 12/ 4096/ 8192
10/8/6/4/2/ 1
sub: Y Y Y Y Y N Y Y
TVD-3201 352*240(CIF): 30/ 22/ Constant(all) N N N v v N v N
20/ 18/ 16/ 15/ 12/ 10/ 8/ Variable(all) N N N N v N N N
6/4/2/1
640*480(VGAY): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/
6/4/2/1
704*480(4CIF): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/
6/4/2/1
main:
128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
1792/ 2048-Default/ 3072/ 4096/ 8192/
16384 Constant(al) Y Y Y Y Y N N Y
TVD-1202 Variable(al) N N N Y Y N N N
sub: N N N N Y N N N
other: 32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
25/22/20/ 18/ 16/ 15/ | 256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
1280°960(XVGA) 12/10/8/6/4/2/1 |896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
3.0MpX 1280*720(HD720P)-Default Anncioann
1920*1080(1080P) H
20481536 20481536 128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
20/18/16/ 15/12/ 10/ | 512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
8/6/4a/2/1 1792/ 2048-Default/ 3072/ 4096/ 8192/
16384 Y Y Y Y Y N N Y
TVD-3202 %"a’r‘;?g(::;) N N N M M N N N
sub: N N N N Y N N N
32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
4nncio1nn
main:1280*960(XVGA):
25/22/ 20/ 18/ 16/ 15/
12/10/8/6/4/2/ 1
1280*720(HD720P): 25/
22/20/ 18/ 16/ 15/ 12/
10/8/6/4/2/ 1
sub:
3527288(CIF): 25/ 22/ Constant(al) Y Y Y Y Y N Y Y
TvC-1201 20/ 18/ 16/ 15/ 12/ 10/ 8/ Variable(al) N N N Y Y N Y N
6/4/2/1 N N N N Y N N N
640*480(VGAY): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/ main:
6/4/2/1 128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
704*576(4CIF): 25/ 22/ | 512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
20/18/16/ 15/ 12/10/8/| 1792/ 2048-Default/ 3072/ 4096/ 8192/
6/4/2/1 16384
Lawpx 1250-720(10720P) Deau
Main:1280*960(XVGA): sub:
30122/ 20/ 18/ 16/ 15/ | 32/ 48/ 64180/ 96/ 128/ 160/ 192/ 224/
12/10/8/6/4/2/1 | 256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
1280720(HD720P): 30/ | 896 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
22120/ 18/ 16/ 15/ 12/ 4096/ 8192
10/8/6/4/2/ 1
sub: Y Y Y Y Y N Y Y
TVC-3201 352*240(CIF): 30/ 22/ Constant(all) N N N v v N v N
20/ 18/ 16/ 15/ 12/ 10/ 8/ Variable(all) N N N N v N N N
6/4/2/1
640*480(VGAY): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/
6/4/2/1
704*480(4CIF): 25/ 22/
20/ 18/ 16/ 15/ 12/ 10/ 8/
6/4/2/1
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

TruVision

. Tested Motion ) : Auto- : IP Alarm | 1P Alarm Sub PTZ Eptz
Compression Style Protocol Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Audio Input Output VCA Notes
Model # Firmware Record Discovery s s Stream Support Support
Fg!ﬁ upport upport
main’’
128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
512/ 640/ 768/ 896/ 1024/ 1280/ 1536/
1792/ 2048-Default/ 3072/ 4096/ 8192/
16384 Y Y Y Y Y N N Y
TvC-1202 ‘\:/‘;’:;‘;'e"((:l:;) N N N Y Y N N N
sub: N N N N Y N N N
other: 32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
25/ 22/ 20/ 18/ 16/ 15/ | 256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
1280"960(XVGA) 12/10/8/6/4/2/1 | 896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
30MpX 1280*720(HD720P)-Defauit anncroran
1920%1080(1080P) main:
20481536 2048*1536: 128/ 160/ 192/ 224/ 256/ 320/ 384/ 448/
20/18/16/ 15/12/ 10/ | 517/ 640/ 768/ 896/ 1024/ 1280/ 1536/
8/efai2/1 1792/ 2048-Default/ 3072/ 4096/ 8192/
16384 Y Y Y Y Y N N Y
TvC-3202 ?/‘;"r;i’l';‘(ﬁ;) N N N Y Y N N N
sub: N N N N Y N N N
32/ 48/ 64/ 80/ 96/ 128/ 160/ 192/ 224/
256/ 320/ 384/ 448/ 512-Default/ 640/ 768/
896/ 1024/ 1280/ 1536/ 1792/ 2048/ 3072/
TVB-1104. mam: 30/25 A;lgf;\té&;;:n Constant(all) Y N N N Y N N N
TVB-3104 -3Mpx . TOSTSACIE) 22 Custom(128-1 kbps) i N N N N Y N N N
TVB-1105 fuvision V5.0 kfbuild ain: other: Main Stream
Onvif 131126 1280*720(HD720P)-Default . Y N N N Y N N N
N N N N Y N N N
N sub; 20 Custom(128-8192kbps)
Main Stream
other: Custom(128-16384kbps)
:30/25 Substream
22 Custom(128-8192kbps)
20 16384kbps(only Main Stream)
18 8192kbps
16 4096kbps
TVW-1110 15 3072kbps
TVW-3110 12 2048kbps
TVW-1111 main 10 1792kbps
Tvw-3111 1280*720(HD720P)-Default 8 1536kbps
TW-1112 P
TVw-3112 Truvision M 1 ) 6 1280kbps Constant(all) M M N N M N N N
TVW-1113 3.0Mpx onvif Y sul 4 1024kbps Variable(all) N N N N Y N N N
Imﬁﬁ PSIA N 352+240(QVGA) 2 896kbps N N N N Y N N N
TVW-3L14 352*288(CIF)-Default 1 768kbps
TWails 704*576(4CIF) 640kbps
TVW-3115 2048*1536:12 512kbps
10 448kbps
8 384kbps
6 320kbps
4 256kbps
2 224kbps
1 192kbps
160kbps
128kbps
Main Stream
30(’;‘;5(:) Custom(128-12288kbps)
2 Substream
main: 20 Cus&om(lZB-;OABkbps)
1280*720(HD720P) 18 8192kbps(Ma!n Stream)
TVW-1103(PAL) GAO:ASO(VGA) 6 4096kbps(Main Stream)
JL0AEAL) Truvision % steucn) P 3072kbps(Main Stream) Constant(al) \ Y Y Y Y N N Y
TVW-3103 (NTSC) 1.3Mpx Onvif V5.la Y . 12 2048kbps Variable(all) Y N Y Y N N N N
TVW-3104 (NTSC) PSIA N 352+240(QVGA) 10 1792kbps N N N N N N N N
352+288(CIF)-Default 1536kbps
704*576(4CIF) 8 1280kbps
640*480(VGA) 6 1024kbps
; 896kbps
1 768kbps
AANkhne
2048*1536: Main Stream
20 Custom(128-12288kbps)
18 Substream
16 Custom(128-2048kbps)
TVW-1105(PAL) " 15 8192kbps(Main Stream)
1%11222&; v P 12 4096kbps(Main Stieam)
| Truvision v 1920+1080(1080P)-Default 10 3072kbps(Main Stream) Constantall Y Y Y Y Y N N Y
T at0s(TSC) 3aMpx Onvif vsta |0 : 8 2048kbps Variable(al) Y N Y Y Y N N N
TVW-3106 (NTSC) PsSiA 352-240(QVGA) 6 1792kbps N N N N Y N N N
TVW-3116(NTSC) 352755?5(%28?;““ 4 1536kbps
640*480(VGA) 2 1280kbps
1 1024kbps
other: 896kbps
25/30(NTSC) 768kbps
22 AANkhne

Interlogix - IP Cameras
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NVR IP Camera Compatibility Chart IP Camera Manufacturer TruVision
NVR Firmware Version V3.0.e build 150623
IP Alarm IP Alarm
Compression Style Protocol Tested Motion Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Auto- Audio Input Output Sub pTZ Eptz VCA Notes
Firmware Record Discovery Stream Support Support
Model # Support Support
main: Wian Stream
main: 25/30 Custom(128-12288kbps)
1280720 (HD720P) 20 Substream
1280%960 (XVGA) 18 Custom(128-2048kbps)
2144*604 16 8192kbps(Main Stream)
2080784 "
v 19201080 15 4096kbps(Main Stream)
Truvision 1776*1340 12 3072kbps(Main Stream) Y Y Y Y Y N N N
Tvw-1130 Lampx onvif M 10 2048Kkbps ?/‘;"r:fl':(ﬁ;’ Y N Y Y Y N N N
PSIA N 8 1792kbps N N N N Y N N N
sul
VGA 6 1536kbps
CIF 4 1280kbps
QCIF 2 1024kbps
4CIF 1 896kbps
sub: 768kbps
12 RANKkhne
Notes

Full device configuration including time/datettitle, activity detection region-of-interest, video mask and video tamper.video image setting.

IMPORTANT: These devices will support Main (Normal) , Main (Normal Low), Main (Event), Main (Alarm) streaming. The maximum resolution for other Main streaming is determined by the Main (Normal) Resolution setting.

1
2
3 A frame rate is recommended for each resolution of the IP camera. Trying to set a higher value will result in failure

4 The maximum frame rate of the IP camera is calculated in PAL standard

5 IP address of TVN50 and port 30960 will be set as alarm host IP and port on TVE encoder when it's connected to TVN50. The first channel of TVE is linked with Alarm Inputs.
6 Make configurations on the IP camera web server .

7 The IP camera will adjust the frame rate based on the bit rate. The lower the frame rate, the lower bit rate. Confirm this on the web server of the IP Camera .

8 Quick Add can only find it in 20 minute after the IP camera powered on. This is a limitation of this IP camera.

9 Only the first channel of TVE support audio.

10 The maximum frame rate is 15fps for 720P or 10fps for UXGA under NTSC.

11 TVC and TVD camera v3.1 does NOT support motion record via ONVIF.

12 For TVE encoder, please do NOT use different protocols across different channels.

* Frame Rates are listed with supported resolutions. If (all), then that frame rate is supported for ALL resolutions. If a specific set of resolution

is listed, then only those resolutions are available with that frame rate. MAX equals full available frame rate for the camera.

Resolution Guide QXGA = 2048x1536 pixels SXGA = 1280x1024 pixels 720P = 1280x720 pixels 4CIF = 704x576 pixels (PAL)
UXGA = 1600x1200 pixels 960P = 1280x960 pixels SVGA = 800x600 pixels 4CIF = 704x480 pixels (NTSC)
P = 1920x1080 pixels XGA = 1024x768 pixels D1 = 720x576 pixels VGA = 640x480 pixels

1080l
900P = 1600x912 pixels

Typcial Factory Defaults Model Ip Address Port User Name | Password
CamPlus2:
GEC-IP2B-P,
GEC-IP2VD-P, GEC- 192.168.0.10 80 admin 12345
IP2VD-DNP
TruVision MpX 192.168.1.70 8000 admin 1234
UVE-101 10.1.2.11 80 admin admin
UVD-IP / " "
UVC-IP 101211 80 admin admin

Interlogix - IP Cameras

2CIF = 704x288 pixels (PAL)
04x240 pixels (NTSC)
QVGA = 320x240 pixels

2CIF =
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NVR IP Camera Compatibility Chart IP Camera Manufacturer Interlogix, GE Security
NVR Firmware Version V3.0.e build 150623
IP Alarm IP Alarm
Compression Style Protocol Tested Motion Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type »Auto- Audio Input Output Sub PTZ Eptz Notes
Firmware Record Discovery Stream Support Support

Model # Support Support

64kbps

128kbps
CamPlus2 g?gtgzg
GEC-IP2B-P 1.00E2 VGA
GEC-IP2D-P MPEG 4 VGA CamPlus2 IP 1.00E2 Y QVGA 30/25 1352&:::2 Constant Y Y Y N N N N 1,4
GEC-IP2VD-DNP 1.00E1 2048Kkbps

3072kbps

4096kbps

704x480
UltraView IP ;ggigig NTSC:
UVC-IP-EVRDNR-VA2 30,15,75,35,2,1,05
UVC-IP-EVRDNR-VA2-P 176x120
UVC-IP-EVRDNR-VA9 H.264(GE.264) 4CIF UltraView(105) | 4.2.1 HotFix Y AL PAL: 50kbps - 3Mbps Constant N N N N Y N N 29
UVC-IP-EVRDNR-VA9-P 704x5.76 25,125,6.5,3,15,1,
UVD-IP-XP3DNR-VA2 704x288 0.5
UVD-IP-XP3DNR-VA2-P 352¢288
UVD-IP-XP3DNR-VA9 176x144
UVD-IP-XP3DNR-VA9-P
1 CamPlus2 cameras RECOMMEND enabling time/date overlay via the IP Camera Browser.

2 UltraView cameras Configure Motion (Activity) Detection and Regions of Interest (ROI) via IP Camera Browser Configruation directly on the camera.
3 Full device configuration including time/dateftitle, activity detection region-of-interest, video mask and video tamper.video image setting.

4 CamPlus2 cameras support Auto-Discovery at initial power up (3 minutes). To re-establish go to IP camera browser to re-enable Auto Discovery. However, Panasonic is displayed as manufacturer via Audo Discovery.
5 IMPORTANT: These devices will support Main (Normal) , Main (Normal Low), Main (Event), Main (Alarm) streaming. The maximum resolution for other Main streaming is determined by the Main (Normal) Resolution setting.

Even if other Main Recording is used, the User must define the desired resolution in the Main (Normal) stream configuration. Main (Normal) and other Main may have different frame rates and data rates.
These cameras also support a SubStream. SubStream is only in CIF resolution and is only available for Live (Preview) viewing.

* Frame Rates are listed with supported resolutions. If (all), then that frame rate is supported for ALL resolutions. If a specific set of resolution
is listed, then only those resolutions are available with that frame rate. MAX equals full available frame rate for the camera.

Resolution Guide QXGA = 2048x1536 pixels SXGA = 1280x1024 pixels 720P = 1280x720 pixels 4CIF = 704x576 pixels (PAL) 2CIF = 704x288 pixels (PAL)
UXGA = 1600x1200 pixels 960P = 1280x960 pixels SVGA = 800x600 pixels 4CIF = 704x480 pixels (NTSC) 2CIF = 704x240 pixels (NTSC)
1080P = 1920x1080 pixels XGA = 1024x768 pixels D1 = 720x576 pixels VGA = 640x480 pixels QVGA = 320x240 pixels

900P = 1600x912 pixels

Typcial Factory Defaults Model Ip Address Port User Name [ Password
CamPlus2:
GEC-IP2B-P,
GEC-IP2VD-P, GEC- 192.168.0.10 80 admin 12345
|P2VD-DNP
UVE-101 10.1.2.11 80 admin admin
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

UltraView

nterlaogix

AUTG e & Socuriy Company

IP Alarm IP Alarm
Compression Style Protocol Tested Motion Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Auto- Audio Input Output Sub PTZ Eptz Notes
Firmware Record Discovery Stream Support Support
Model # Support Support
Main Stream
Custom(32-2048kbps)
Substream
Custom(32-1024kbps)
2048kbps(Only Main Stream)
1792kbps(Only Main Stream)
1536kbps(Only Main Stream)
30/25 1280kbps(Only Main Stream)
main: 22 1024kbps
4CIF 20 896kbps
18 768kbps
UVP-N120P-36X-N Eﬁ'; 16 640kbps
h TR UltraView Y 15 512kbps Constant or Y Y Y Y Y Y N
/ H.264 4ciF PSIA va.od N cF 12 448kbps Variable N Y N N Y Y N 4
UVP-N120P-36X-P QCIF
sub: 10 384kbps
CIF 8 320kbps
QcIF 6 256kbps
4 224kbps
2 192kbps
1 160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps
ViGN STeanT
Custom(32-2048kbps)
30/25 Substream
main: 22 Custom(32-1024kbps)
4CIF‘ 20 2048kbps(Only Main Stream)
DCIF 18 1792tl;p520n:y Main Slream;
16 1536kbps(Only Main Stream;
UVP-N120S-36X-N UltraView Y 2CIF 15 1280kbps(Only Main Stream) Constant or Y Y Y Y Y Y N
/ H.264 4ciF PSIA va.0d N cF 12 1024kbps Variable Y Y N N Y Y N 4
UVP-N120S-36X-P QCIF
sub: 10 896kbps
CIF 8 768kbps
QCIF 6 640kbps
4 512kbps
2 448kbps
1 384kbps
wiaf Stean
Custom(32-2048kbps)
30/25 Substream
main: 22 Custom(32-1024kbps)
4CIF‘ 20 2048kbps(Only Main Stream)
DCIE 18 1792tgp520n:y Main Stream;
16 1536kbps(Only Main Stream]
UVP-N120F-36X-N UltraView Y 2CIF 15 1280kbps(Only Main Stream) Constant or Y Y Y Y Y Y N
/ H.264 4CIF PSIA v3.0.d N CIF 1 1024kbps Variable M Y N N Y Y N 4
UVP-N120F-36X-P QCIF
sub: 10 896kbps
CIF 8 768kbps
QCIF 6 640kbps
4 512kbps
2 448kbps
1 384kbps
720P:
3(;/225 Custom(32-8192)
20 8192kbps
8 4096kbps
6 3076kbps
15 2048kbps
PP 1792kbps
10 1536kbps
8 1280kbps
6 1024kbps
4 896kbps
main: 2 768kbps
720P(1280x720) 640kbps
UVP-M1120P-18X-N UltraView Y XVGA(1280x960) L 512kbps Constant or Y Y Y Y Y Y N
/ H.264 1.3Mpx V3.0.e ’ ] 4
UVP-M1120P-18X-P PSIA N sub: 448kbps Variable Y Y N N Y Y N
CIF 384kbps
QCIF 320kbps
256kbps
XVGA: 224Kbps
15(only NTSC) 192kbps
12 160Kbps
10 128Kbps
8 96kbps
6 80kbps
4 64kbps
2 48kbps
1 32kbps

Interlogix - IP Cameras
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NVR IP Camera Compatibility Chart

V3.0.e build 150623

IP Camera Manufacturer

UltraView

NVR Firmware Version
IP Alarm IP Alarm
Compression Style Protocol Tested Motion Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Auto- Audio Input Output Sub PTZ Eptz Notes
Firmware Record Discovery Stream Support Support
Model # Support Support
720P:
3(;/225 Custom(32-8192)
20 8192kbps
18 4096kbps
6 3076kbps
15 2048kbps
12 1792kbps
10 1536kbps
8 1280kbps
6 1024kbps
4 896kbps
main: 2 768kbps
720P(1280x720) 640kbps
UVP-M1120S-18X-N UltraView Y XVGA(1280x960) : 512kbps Constant or Y Y Y Y Y Y N
/ H.264 1.3Mpx v3.0.e > y 4
UVP-M1120S-18X-P PSIA N sub: 448kbps Variable Y Y N N Y Y N
CIF 384kbps
QCIF 320kbps
256kbps
XVGA: 224kbps
15(only NTSC) 192kbps
160kbps
10 128kbps
8 96kbps
6 80kbps
4 64kbps
2 48kbps
1 32kbps
720P:
33/225 Custom(32-8192)
20 8192kbps
18 4096kbps
6 3076kbps
15 2048kbps
12 1792kbps
10 1536kbps
8 1280kbps
6 1024kbps
4 896kbps
main: 2 768kbps
720P(1280x720) . 640kbps
UVP-M1120F-18X-N UltraView Y XVGA(1280x960) 512kbps Constant or Y Y Y Y Y Y N
UVP-M1120F-18X-P H.264 1.8Mpx PSIA vaoe N sub: 448Kkbps Variable Y Y N N Y Y N 4
CIF 384kbps
QCIF 320kbps
256kbps
XVGA: 224Kbps
15(only NTSC) 192kbps
12 160Kbps
10 128Kbps
8 96kbps
6 80kbps
4 64kbps
2 48kbps
1 32kbps
30/25 Custom(128-16384)
22 16384kbps
20 8192kbps
malin: 18 4096kbps
720P(1280x720) ig :gzgtg’;:
;rvP—llOl(PAL) H.264 1.3Mpx UltraView VS'/O’d Y XVGA(sl‘iJB:Dx%D) 12 1792kbps Cons?anl or Y Y Y Y Y Y N 4
TVP-3101(NTSC) PSIA V5.0.h N 4CIF 10 1536kbps Variable Y Y N N Y Y N
CIF 8 1280kbps
QCIF 6 1024kbps
4 896kbps
2 768kbps
1 640kbps
512kbps
CUSO{52-T0554]
30/25 16384kbps
22 8192kbps
20 4096kbps
main: 18 3076kbps
720P(1280x720) ig i%gtsgz
TVP-1102(PAL) UltraView Y XVGA(lZBPxQGD) 12 1536kbps Constant or Y Y Y Y Y Y N
! H.264 1.3Mpx PSIA v5.0.d N sub: 10 1280kbps Variable Y Y N N Y Y N 4
TVP-3102(NTSC) 4CIF
CIF 8 1024kbps
QCIF 6 896kbps
4 768Kbps
2 640kbps
1 512kbps
448kbps
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

UltraView

IP Alarm IP Alarm
Compression Style Protocol Tested Motion Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Auto- Audio Input Output Sub PTZ Eptz Notes
Firmware Record Discovery Stream Support Support
Model # Support Support
™ ~TOS5AT
30/25 16384kbps
22 8192kbps
20 4096kbps
main: 18 3076kbps
720P(1280x720) 12 igggtgzi
TVP-L103(PAL) UltraView Y XVGA(1280x960) 12 1536kbps Constant or Y Y Y Y Y Y N
! H.264 1.3Mpx PSIA V5.0.d N sub: 10 1280kbps Variable Y Y N N Y Y N 4
TVP-3103(NTSC) 4CIF
CIF 8 1024kbps
QCIF 6 896kbps
4 768kbps
2 640kbps
1 512kbps
448kbps
Custom{32-16384)
Custom(128-16384)
16384kbps
8192kbps
4096kbps
3076kbps
2048kbps
30/25 1792kbps
22 1536kbps
20 1280kbps
main: 18 1024kbps
720P(1280x720) 16 896kbps
XVGA(1280x960) 15 768kbps
;I'\/P—1104(PAL) H.264 2Mpx UltraView VS'/O’d Y 1080P(1920x1080) 12 640kbps Cons‘lam or Y Y Y Y Y Y N 4
TVP-3104(NTSC) PSIA V5.0h N sub: 10 512kbps Variable N Y N N Y Y N
4CIF 8 448kbps
CIF 6 384kbps
QCIF 4 320kbps
2 256kbps
1 224kbps
192kbps
160kbps
128kbps
96kbps
80kbps
64kbps
48kbps
32kbps
CUSWUMMSZ-10564]
30/25 16384kbps
22 8192kbps
20 4096kbps
main: 18 3076kbps
720P(1280x720) 16 2048Kbps
XVGA(1280x960) 15 1792kbps
;fVP—llOS(PAL) H.264 2Mpx UltraView v5.0.d Y 1080P(1920x1080) 12 1536kbps COnS?am or Y Y Y Y Y Y N 4
TVP-3105(NTSC) PSIA N sub: 10 1280kbps Variable Y Y N N Y Y N
4CIF 8 1024kbps
CIF 6 896kbps
QCIF 4 768kbps
2 640kbps
1 512kbps
448kbps
CUSOI(S2-T0564]
30/25 16384kbps
22 8192kbps
20 4096kbps
main: 18 3076kbps
720P(1280x720) 16 2048Kbps
XVGA(1280x960) 15 1792kbps
;fVP—llOG(PAL) H.264 2Mpx UltraView v5.0.d Y 1080P(1920x1080) 12 1536kbps Cons?anl or Y Y Y Y Y Y N 4
TVP-3106(NTSC) PSIA N sub: 10 1280kbps Variable Y Y N N Y Y N
4CIF 8 1024kbps
CIF 6 896kbps
QCIF 4 768kbps
2 640kbps
1 512kbps
448kbps
30
25 Custom(128-16384kbps)
main: 2 16384kbps
1920+1080(default) 20 %thsgz
1280*960(XVGA) 18 3072kbps
TVP-1122(PAL) Truvision i 1280°720(HD720P) ig 2048Kbps Constant(al) Y Y Y Y Y Y N
TVP-3122(NTSC) H.264 3Mpx Onvif V5.1.a " | 1792kbps : Y N Y Y Y Y N
PSIA N 1280*720(HD720P) 12 1536“]:;5 Variable(all) N N N N v v N
CIF 10
QCIF 8 1280kbps
ACIF 6 1024kbps
4 896kbps
2 768kbps
640kbps
1 £19khne
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NVR IP Camera Compatibility Chart IP Camera Manufacturer UltraView

NVR Firmware Version V3.0.e build 150623
IP Alarm IP Alarm
Compression Style Protocol Tested Motion Resolutions Frame Rates* ( Fps) Data Rates Bit Rate Type Auto- Audio Input Output Sub PTZ Eptz Notes
Firmware Record Discovery Stream Support Support
Model # Support Support
Main Stream
Custom(128-12288kbps)
main: 25/30 Substream
1920x1080 20 Custom(128-2048kbps)
1280*720 (HD720P) 18 16384kbps(Main Stream)
v 1280*960 (XVGA) 16 8192kbps(Main Stream)
TVP-1107 Truvision v . 15 4096kbps(Main Stream) Constantal) Y Y Y Y Y N N N
TVP-3107 H.264 1.3Mpx Onvif Vs.la N 12 3072kbps(Main Stream) Variable(all) Y N Y Y Y N N N
PSIA sub 10 2048kbps N N N N Y N N N
CIF 8 1792kbps
QCIF 6 1536kbps
Ak 4 1280kbps
2 1024kbps
1 896kbps
788khne
Notes
1 Full device configuration including time/dateftitle, activity detection region-of-interest, video mask and video tamper.video image setting.

IMPORTANT: These devices will support Main (Normal) , Main (Normal Low), Main (Event), Main (Alarm) streaming. The maximum resolution for other Main streaming is determined by the Main (Normal) Resolution setting.
Even if other Main Recording is used, the User must define the desired resolution in the Main (Normal) stream configuration. Main (Normal) and other Main may have different frame rates and data rates.
These cameras also support a SubStream. SubStream is only in CIF resolution and is only available for Live (Preview) viewing.

2
A frame rate is recommended for each resolution of the IP camera. Trying to set a higher value will result in failure

3
The maximum frame rate of the IP camera is calculated in PAL standard

4
IP address of TVN50 and port 30960 will be set as alarm host IP and port on TVE encoder when it's connected to TVN50. The first channel of TVE is linked with Alarm Inputs.

5
Make configurations on the IP camera web server .

6
The IP camera will adjust the frame rate based on the bit rate. The lower the frame rate, the lower bit rate. Confirm this on the web server of the IP Camera .

7
Quick Add can only find it in 20 minute after the IP camera powered on. This is a limitation of this IP camera.

8

* Frame Rates are listed with supported resolutions. If (all), then that frame rate is supported for ALL resolutions. If a specific set of resolution
is listed, then only those resolutions are available with that frame rate. MAX equals full available frame rate for the camera.

Resolution Guide QXGA = 2048x1536 pixels SXGA = 1280x1024 pixels 720P = 1280x720 pixels 4CIF = 704x576 pixels (PAL) 2CIF = 704x288 pixels (PAL)
UXGA = 1600x1200 pixels 960P = 1280x960 pixels SVGA = 800x600 pixels 4CIF = 704x480 pixels (NTSC) 2CIF = 704x240 pixels (NTSC)
1080P = 1920x1080 pixels XGA = 1024x768 pixels D1 = 720x576 pixels VGA = 640x480 pixels QVGA = 320x240 pixels
900P = 1600x912 pixels

Typcial Factory Defaults Model Ip Address Port User Name | Password
CamPlus2:

GEC-IP2B-P, .
GEC-IP2VD-P, GEC- 192.168.0.10 80 admin 12345
IP2VD-DNP

TruVision MpX 192.168.1.70 8000 admin 1234
UVE-101 101211 80 admin admin
UVD-IP / " .
uveap 10.1.2.11 80 admin admin
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NVR IP Camera Compatibility Chart
NVR Firmware Version V3.0.e build 150623

IP Camera Manufacturer

Arecont

Tested Motion Auto- P Alarm IP Alarm PTZ ePTZ
: ) . : )
Compression Style Protocol Firmware Record Resolutions Frame Rates Data Rates Bit Rate Type Discovery Audio Input Output Sub Stream SUPPORT | SUPPORT Notes
Model # Support Support
512kbps
main 1024kbps
SXGA(1280x1024) 25/30 2048kbps
AV1305 H.264 1.3 MpX Arecont 65175 Y HD720P(1280x720) 15 3072kbps Constant only Y N N N Y N N 1
sub: 10 4096kbps
VGA(640X480) 8192kbps
16384kbps
Customize
VGA SXGA
25/30
15 1024Kkb
- 10 ps
main:
1080P(1920x1080) 2048Kkbps
SXGA(1280x1024) 3072kbps
AV2815 H.264 1.3 MpX Arecont 65220 Y 4096kbps Constant only Y N N N Y N N 1
HD720P(1024x768)
sub: 8192kbps
VGA(640X480) 16384kbps
Customize
15
10
main: 1024kbps
1080P(1920x1080) 2048kbps
UXGA(1600x1200) 25/30 3072kbps
AV3105 H.264 1.3 MpX Arecont 65175 Y SXGA(1280x1024) 15 4096kbps Constant only Y N N N Y N N 1
HD720P(1280x720) 10 8192kbps
sub: 16384kbps
VGA(640X480) Customize
VGA SXGA
25/30
10
main: 1024kbps
UXGA(1600x1200) 2048kbps
SXGA(1280x1024) 3072kbps
AV2155 H.264 2.0 MpX Arecont 65143 Y 4096kbps Constant only Y N N N Y N N 1
HD720P(1280x720)
sub: 8192kbps
VGA(640X480) 16384kbps
Other Customize
10
VGA SXGA 1080P
25/30
20
main: 13 1024kbps
1080P(1920x1080) 2048kbps
UXGA(1600x1200) 3072kbps
AV5105 H.264 5.0 MpX Arecont 65175 Y SXGA(1280x1024) 4096kbps Constant only Y N N N Y N N 1
HD720P(1280x720) 8192kbps
sub: 16384kbps
VGA(640X480) Customize
720P UXGA
10
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NVR IP Camera Compatibility Chart IP Camera Manufacturer Arecont

NVR Firmware Version V3.0.e build 150623
. IP Alarm IP Alarm
. Tested Motion . . . Auto- . PTZ ePTZ
Compression Style Protocol Firmware Record Resolutions Frame Rates’ Data Rates Bit Rate Type Discovery Audio Input Output Sub Stream SUPPORT | SUPPORT Notes
Model # Support Support
VIAX AN
2 s
SXGA(1280x1024) PO 1536kbps
AV3155 H.264 3 MpX Arecont 65151 Y HD720P(1280x720) P Constant only Y N N N Y N N 1
sub: 16(all) 1792kbps
R 15(all) 2048kbps
VGA(B40X480) 12(all) 3072kbps
1niam 400CLKAn
Notes

1 Configure Motion (Activity) Detection and Regions of Interest (ROI) via IP Camera Browser Configruation directly on the camera. RECOMMEND enabling time/date overlay via the IP Camera Browser.

* Frame Rates are listed with supported resolutions. If (all), then that frame rate is supported for ALL resolutions. If a specific set of resolution
is listed, then only those resolutions are available with that frame rate. MAX equals full available frame rate for the camera.

Resolution Guide QXGA = 2048x1536 pixels SXGA = 1280x1024 pixels 720P = 1280x720 pixels 4CIF = 704x576 pixels (PAL) 2CIF = 704x288 pixels (PAL)
UXGA = 1600x1200 pixels 960P = 1280x960 pixels SVGA = 800x600 pixels ACIF = 704x480 pixels (NTSC) 2CIF = 704x240 pixels (NTSC)
1080P = 1920x1080 pixels XGA = 1024x768 pixels D1 = 720x576 pixels VGA = 640x480 pixels QVGA = 320x240 pixels
Typcial Factory Defaults Model Ip Address Port User Name | Password
Use AV100
All Arecont Application 80 admin admin
Models Manager
(200.168.100.10)

Arecont has its own proprietary discovery tool
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NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

ACTi

. IP Alarm IP Alarm
Compression Style Protocol F:;rens\:ve;e gggg’rz Resolutions Frame Rates* Data Rates Bit Rate Type Di:cuo[\?éry Audio Input Output Stsrz:m SUFF:;’%RT SUEPFI'DTgRT Notes
Model # Support Support
QVGA VGA
25/30
15
10
8
6
5
4
3
2
1
720P 128kbps
main: 8 256kbps
VGA(640x480) 6 30824 k:’bps
TCM4301 Mpeg4 1.3 MpX ACTi 4.11.09 ' SXGA(1280x1024) i isggkbpz Variable ' Y N N N N N
VGHAD ;ggpzm 3 2048“’55
QUGA(320x240) 2 3072kbps
1 4096kbps
SXGA
18
9
6
4
3
2
1
QVGA VGA 720P
25/30
15
10
8
6
5
4
3
2 128Kkbps
main: 1 256kbps
VGA(640x480) 1308;5&’3;5 Variable
TOMRE?211 MnonA 1 28 MnY¥Y ACTI A 11 na v Y\/C2A(122NvORN v A\ v A N N N
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NVR IP Camera Compatibility Chart

NVR Firmware Version

Vv3.0.e build 150623

IP Camera Manufacturer

ACTi

. IP Alarm IP Alarm
. Tested Motion . . . Auto- . Sub PTZ ePTZ
Compression Style Protocol Eirmware Record Resolutions Frame Rates Data Rates Bit Rate Type Discovery Audio Input Output Stream SUPPORT | SUPPORT Notes
Model # Support Support
PTY P
HD720P ;gigtggz Constant
QVGA(320x240) 3072kbps
4096kbps
XVGA
15
8
5
3
2
1
VGA
25/30
15
10
512kbps
1024kbps
2048kbps
TCM5611 Mpeg4 1.3 MpX ACTi 4.08.05 N VGA(640x480) 3072kbps Variable Only Y Y N N N N N
SXGA(1280x1024)
4096kbps
5120kbps
6144kbps
SXGA
18
9
VGA
25/30
15
10
512kbps
1024kbps
mrrann A . - . VGA(840x480) 2008005 | .
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NVR IP Camera Compatibility Chart

NVR Firmware Version

Vv3.0.e build 150623

IP Camera Manufacturer

ACTi

. IP Alarm IP Alarm
. Tested Motion . . . Auto- . Sub PTZ ePTZ
Compression Style Protocol Eirmware Record Resolutions Frame Rates Data Rates Bit Rate Type Discovery Audio Input Output Stream SUPPORT | SUPPORT Notes
Model # Support Support
TCMVITZTT Nysicies TSV RCTT U505 T SUTZROP Cuceicaviyg T T T T ™ T ™

SXGA(1280x1024) 4096kbps
5120kbps
6144kbps

SXGA
18

Notes

* Frame Rates are listed with supported resolutions. If (all), then that frame rate is supported for ALL resolutions. If a specific set of resolution
is listed, then only those resolutions are available with that frame rate. MAX equals full available frame rate for the camera.

Resolution Guide QXGA = 2048x1536 pixels
UXGA = 1600x1200 pixels
1080P = 1920x1080 pixels

SXGA = 1280x1024 pixels
960P = 1280x960 pixels
XGA = 1024x768 pixels

Typcial Factory Defaults |

Model

| Ip Address |

Port

[ User Name | Password |

[AIl ACTi Models [ 192.168.0.100]

80

admin

123456

Interlogix - IP Cameras

720P = 1280x720 pixels
SVGA = 800x600 pixels
D1 = 720x576 pixels

ACIF = 704x576 pixels (PAL)
ACIF = 704x480 pixels (NTSC)
VGA = 640x480 pixels

2CIF = 704x288 pixels (PAL)

2CIF = 704x240 pixels (NTSC)

QVGA = 320x240 pixels
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NVR IP Camera Compatibility Chart
NVR Firmware Version V3.0.e build 150623

IP Camera Manufacturer Panasonic

Tested Motion

Firmware Record Data Rates

Compression Style Protocol Resolutions Frame Rates* Bit Rate Type

Model #

Auto-
Discovery

Audio

IP Alarm
Input
Support

IP Alarm
Output
Support

Sub
Stream

Notes

64kbps

128kbps
256kbps
QV\?(;AA MAX (Only Full Frame Rate) 501224k£bppss
2048kbps
3072kbps
4096kbps

NS202A MPEG4 VGA Panasonic 2.71P0 Y Constant

1,2,34

64kbps
128kbps
256kbps
512kbps
1024kbps
2048kbps
3072kbps
4096kbps

NS954 MPEG4 VGA Panasonic 1.60E4 Y VGA

WV-NS954 1.61E0 QVGA Constant

MAX (Only Full Frame Rate)

1,2,34

64kbps

128kbps
256kbps
QVVGGAA MAX (Only Full Frame Rate) 501224k:bppss
2048kbps
3072kbps
4096kbps

WV-NF284 MPEG4 VGA Panasonic 1.60E4 Y Constant

1,2,3

64kbps

128kbps
256kbps
QV\?GAA 30 (Only Full Frame Rate) 501224kkbbppss
2048kbps
3072kbps
4096kbps

WV-NP244 MPEG4 VGA Panasonic 1.80E4 Y Constant

123

64kbps
128kbps
256kbps
512kbps
1024kbps
1536kbps
2048kbps
3072kbps
4096kbps

VGA

WV-NW484S MPEG4 VGA QVGA

Panasonic 1.03E3 Y 30 (Only Full Frame Rate) Constant

Notes

1 Motion Detection area and sensitivity of NS954 and NS202A are configurable only via their own browser. TVN50 can only enable or disable it

2 All models support Auto-Discovery at initial power up (20 minutes). To re-establish go to IP camera browser to re-enable Auto Discovery.
3 The IP camera will adjust the frame rate based on the bit rate. The lower the frame rate, the lower bit rate. Confirm this on the web server of the IP Camera .
4le. Time and Title of all other Panasonic cameras can be enabled only via their own browser.
* Frame Rates are listed with supported resolutions. If (all), then that frame rate is supported for ALL resolutions. If a specific set of resolution
is listed, then only those resolutions are available with that frame rate. MAX equals full available frame rate for the camera.

Resolution Guide QXGA = 2048x1536 pixels
UXGA = 1600x1200 pixels

SXGA = 1280x1024 pixels
960P = 1280x960 pixels

720P = 1280x720 pixels
SVGA = 800x600 pixels

ACIF = 704x576 pixels (PAL)
ACIF = 704x480 pixels (NTSC)

Interlogix - IP Cameras

2CIF = 704x288 pixels (PAL)

2CIF = 704x240 pixels (NTSC)
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NVR IP Camera Compatibility Chart
NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

Panasonic

Tested Motion Auto- IP Alarm IP Alarm Sub
Compression Style Protocol . Resolutions Frame Rates* Data Rates Bit Rate Type . Audio Input Output Notes
Firmware Record Discovery Stream

Model # Support Support

1080P = 1920x1080 pixels XGA = 1024x768 pixels D1 = 720x576 pixels VGA = 640x480 pixels QVGA = 320x240 pixels
Typcial Factory Defaults Model Ip Address Port User Name | Password

All Panasonic  |1g5 168010 g0 admin 12345

Models

Interlogix - IP Cameras

Page 29 of 34




NVR IP Camera Compatibility Chart IP Camera Manufacturer Axis
NVR Firmwar V3.0.e build 150623
. . . IP Alarm IP Alarm
Compressio Style Protocol Tested Motion Resolutions Frame Data Rates Bit Rate Auto- Audio Input Output Sub PTZ Eptz Notes
n Y Firmware Record Rates* Type Discovery Stream | SUPPORT | SUPPORT
Model # Support Support
SXGA
10
8
5
1
720P XGA 512kbps
SXGA 10 1024kbps
216MFD. . 720P 1536kbps Constant or
N 8
216MED-V MPEG 4 1.3 MpX Axis 4.47.1 Y XGA . 2048Kbps Variable Y Y N N Y N N 2
VGA 1 3072kbps
VGA Customize
25/30
20
10
8
5
QVGA(320x240)
VGA(640x480) 25/30
SVGA(800x600) 20 32kbps-
. 5.09 XGA(1024x768) 15 8192kbps Constant or
M1114 H.264 1.0 MpX Axis 5.09.1 Y 720P(1280x720) 10 Customize (1- Variable Y N N N Y N N 2
1280x800 5 10000)
1
25/30
20 32kbps-
. 5.01.1 QVGA(320x240) 15 8192kbps Constant or
M3011 H.264 VGA Axis 5.21 Y VGA(640x480) 10 Customize (1- Variable Y N N N Y N N 2
5 10000)
1
QVGA(320x240) 25/30
521 VGA(640x480) 20 32kbps-
. ) SVGA(800x600) 15 8192kbps Constant or
M3014 H.264 1.0 MpX Axis 5 4(’) 02 Y XGA(1024x768) 10 Customize (1- Variable Y N N N Y N N 2
U 720P(1280x720) 5 10000)
1280x800 1
QVGA(320x240)
VGA(640x480)
SVGA(800x600) 25/30
XGA(1024x768) 20
32kbps-8192kbps
) 52 XVGA(1280x960) 15 . Constant or
P1346E H.264 3 MpX Axis 5.06.1 Y SXGA(1280x1024) 10 CUT(())[I;TE)I[ZS (1 Variable Y Y N N Y N N 2
720P(1280x720) 5
UXGA(1600x1200) 1
1080P(1920x1080)
25/30
20 32kbps-8192kbps
P3301 H.264 VGA Axis 5112 Y vea 15 Customize (1- | Constantor Y v N N Y N N 2
QVGA 10 Variable
5 10000)




1280x800 25/30
720P 20
32kbps-8192kbps
. 1024x768(XGA) 15 ; Constant or
P3304 H.264 1 MpX Axis 52 Y 800X600(SVGA) 10 Cuitggz)lét)e (1- Variable 2
VGA 5
320x240(QVGA) 1
25/30
QVGA(320x240) ig 32kbps-8192kbps Constant or
P3343 H.264 VGA Axis 5.20.1 Y VGA(640x480) 10 Customize (1- Variable 2
SVGA(800x600) 5 10000)
1
QVGA(320x240)
VGA(640x480) 252/30
SVGA(800x600) 15 32kbps-8192kbps | o
P3344 H.264 1 MpX Axis 5.20.1 Y XGA(1024x768) 10 Customize (1- Variable 2
720P(1280x720) 5 10000)
1280x800 1
1280x800 25/30
720P 20
521 1024x768(XGA) 15 32-16384kbps
M3014 H.264 1.0 MpX ONVIF / No 800x600(SVGA) 10 Variable 1,2
5.40.9.2 VGA 5 Customize
320x240(QVGA) 1
25/30
VGA ig 32-16484kbps
M3011 H.264 VGA ONVIF 52 No Variable 1,2
QVGA 10 .
5 Customize
1
25/30
VGA ig 32-16384kbps
P3301 H.264 VGA ONVIF 5.11.2 No Variable 1,2
QVGA 10 .
5 Customize
1
1280x800 25/30
720P 20
1024x768(XGA) 15 32-16384kbps
P3304 H.264 1.0 MpX ONVIF 52 No 800x600(SVGA) 10 Variable 12
VGA 5 Customize
320x240(QVGA) 1
25/30
20 32-16384kbps
QVGA(320%240) 15 )
P3343 H.264 VGA ONVIF 5.20.1 No VGA(640x480) 10 Customize Variable 1,2
SVGA(800x600) 5
1
QVGA(320x240) 25/30
uptigea |2 | spasssaons
P3344 H.264 1 MpX ONVIF 5.20.1 No XGA(1024x768) 10 Customize Variable 1,2
720P(1280x720) 5
1280x800 1

Notes




1 ONVIF Protocol does not support activity detection trigger to the NVR 50. RECOMMEND enabling time/date overlay via the IP Camera Browser.
2 The resolutions given by Axis IP camera cannot be fully support by itself.
* Frame Rates are listed with supported resolutions. If (all), then that frame rate is supported for ALL resolutions. If a specific set of resolution

is listed, then only those resolutions are available with that frame rate. MAX equals full available frame rate for the camera.

Resolution
Guide

QXGA = 2048x1536 pixels

UXGA = 1600x1200 pixels

SXGA = 1280x1024 pixels

960P = 1280x960 pixels

Typcial Fact(

1080P = 1920x1080 pixels XGA = 1024x768 pixels
Model Ip Address Port User Name | Password
All Axis 192.168.0.90 80 root pass

Models

720P = 1280x720 pixels ACIF = 704x576 pixels (PAL) 2CIF = 704x288 pixels (PAL)
SVGA = 800x600 pixels ACIF = 704x480 pixels (NTSC) 2CIF = 704x240 pixels (NTSC)
D1 = 720x576 pixels VGA = 640x480 pixels QVGA = 320x240 pixels



NVR IP Camera Compatibility Chart

NVR Firmware Version

V3.0.e build 150623

IP Camera Manufacturer

Samsung

. Tested Motion . . . Auto- . P Alarm IP Alarm PTZ ePTZ
Compression Style Protocol Firmware Record Resolutions Frame Rates Data Rates Bit Rate Type Discovery Audio Input Output Sub Stream SUPPORT | SUPPORT Notes
Model # Support Support
25/30 512kbps
22 640Kbps
main 20 768Kbps
SXGA(1280x1024) 18 896Kbps
HD720P(1280x720) 16 1024kbps
SNB-5000 H.264 1.3 MpX Samsung (2.00_110727 Y XGA(1024x768) 15 1280Kbps Variable Y Y Y N N N N 1
SVGA(800x600) 12 1536Kbps
VGA(640x480) 10 1792Kbps
QVGA(320x240) 8 2048kbps
6 3072kbps
4 4096khns
1024kbps
main: 2550 2048kbps
i1 4CIF 15 3072kbps Variable or
SNB-3000 H.264/Mpeg4 4CIF Samsung / Y 4096kbps Y Y Y N N N N 1
VGA 8 Constant
242 CIE 3 8192kbps
1 16384kbps
Customize
main: U
2048x1536 18 ﬁggﬁﬁﬁz
1080P(1920x1080) 16
UXGA(1600x1200) 15 1792kbps
SNB-7000 H.264 3 MpX Samsung (1.10_110819 Y 2048kbps Variable Y Y Y N N N N 1
SXGA(1280x1024) 12 3072kbps
XVGA(1280x960) 10 4096kbps
A vrw : 8192kbps
22/230 1024kbps
main: 20 1280kbps
SXGA(1280x1024) 18 1536kbps
HD720P(1280x720) 16 1792kbps
SNZ-5200 H.264/Mpeg4 1.3MpX Samsung (1.04_110825 Y XGA(1024x768) 15 2048kbps Variable Y Y Y N N N N 1
SVGA(800x600) 12 3072kbps
VGA(640X480) 10 4096kbps
QVGA(320x240) s 8192kbps
6
“2’2” 1024kbps
main: 20 1280kbps
SXGA(1280x1024) 8 1536kbps
HD720P(1280x720) 16 1792kbps
SNP-5200H H.264/Mpeg4 1.3MpX Samsung (1.04_110825 Y XGA(1024x768) 15 2048kbps Variable Y Y Y N N N N 1
SVGA(800x600) P 3072kbps
VGA(640X480) 10 4096kbps
QVGA(320x240) s 8192kbps
25/30 32kbps
22 48kbps
main 20 64kbps
SXGA(1280x1024) 18 80kbps
HD720P(1280x720) 16 96kbps
SNB-5000 H.264 1.3 MpX ONVIF 2.00_110727 N XGA(1024x768) 15 128kbps Variable only Y Y N N Y N N 1
SVGA(800x600) 12 160kbps
VGA(640x480) 10 192kbps
QVGA(320x240) 8 224kbps
6 256kbps
a4 320kbn:
main: ZU 3ZKDPS
2048x1536 18 48kbps
1080P(1920x1080) 16 64kbps
UXGA(1600x1200) 15 80kbps .
SNB-7000 H.264 3 MpX ONVIF 1.10_110819 N SXGA(1280x1024) 12 96kbps Variable only Y Y N N Y N N 1
XVGA(1280x960) 10 128kbps
HD720P(1280x720) 8 160kbps
Ve annavzeon c 100Lbns
25/30 32kbps
main: 22 48kbps
SXGA(1280x1024) ig gg:ﬁggz
HD720P(1280x720) 16 96kbps
SNZ-5200 H.264/Mpeg4 1.3MpX ONVIF  [1.04_110825 N XGA(1024x768) Variable only \4 \4 N N ' N N 1
15 128kbps
SVGA(800x600) 12 160kbps
VGA(640X480) 10 192kbps
QVGA(320x240) 8 224kbps
6 256kbps
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